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Introduction

Polyethylene pipe systems are central to fuelling site operations as they effectively address
the combination of environmental, HSSE, life-span and economy requirements important to
these operations.

ColVic offers the KPS Petrol Pipe System™, a state-of-the art, total solution for the handling of
liquid fuel in underground systems. By partnering with OPW, ColVic can offer appropriate,
longterm KPS pipe solutions with designs that eliminate leakage and electrostatic hazards.

The KPS Pipe System™ offered by ColVic is backed by more than 25 years’ experience in the
manufacture of polyethylene pipes and fittings for the fuelling industry, and all manufacturing is
certified to ISO9001 and ISO14001.

The wide range of products ensures that the pipe offered by ColVic encompasses the
requirements for all liquid fuels, including petrol, diesel, ethanol, methanol biofuels and Adblue/
DEF in different grades and mixtures.

All applications are considered for suction or pressure systems.



Unique Permeation Barrier

KPS pipes have a unique construction, with layers bonded without the use of adhesives to offer
the most efficient permeation barrier to prevent hydrocarbons from diffusing through the pipe
wall. KPS was the first company to receive the EN 14125 approval for its pipe, followed by UL
971 approval, and it is the only pipe system to comply with the EN 13463-1 standard and
Germany’s DBIT Standard.

Conductive Pipes

KPS conductive pipes are designed to incorporate a conductive inner layer that gives the pipes
their conductive properties. Once pipes are grounded, static electricity build-up resulting from
the action of flowing fuel against the inside of the pipe can be safely dissipated, eliminating any
risk relating to static discharge.

30-Year Guarantee

KPS guarantees all pipes for 30 years from the date of dispatch from the factory in Sweden.

Products and Services
KPS Petrol Pipe System™ includes:
* Pipes
» Welding sockets
* Bends, tees and reductions
« Transition fittings (plastic to steel and steel fittings)
* Entry seals
* Installation tools and welding equipment
* Test equipment

* Installer training and certification
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Conductive Pipe

Q 2

Single-wall Conductive Pipe

KP63EC50 91278 Single-wall Pipe 63mm Conductive pipe 50m coil
KP63EC6 10505 Single-wall Pipe 63mm Conductive pipe 5.8m length
KP90EC30 10977 Single-wall Pipe 90mm Conductive pipe 30m coil
KP110EC35 10521 Single-wall Pipe 110mm Conductive pipe 35m coil
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Double-wall Conductive Pipe

KP75/63SCEC30 10181 Double-wall Pipe 75/63mm Conductive pipe 30m coil
KP75/63SCEC60 10135 Double-wall Pipe 75/63mm Conductive pipe 60m coil
KP 75/63SCEC6 10163 Double-wall Pipe 75/63mm Conductive pipe 5.8m length
KP 75/63SCEC8 10942 Double-wall Pipe 75/63mm Conductive pipe 8m length
KP125/110SCEC6 10136 Double-wall Pipe 125/110mm Conductive pipe 5.8m length

Conductive Pipe Connectors

KPS Part No ColVic Part No |Description Pack

KP CC-63 10137 Conductive Pipe Connector 63mm each
KPCC-90 10978 Conductive Pipe Connector 90mm each
KP CC-110 10138 Conductive Pipe Connector 110mm each



Double-wall Conductive Bends

KP 3-75/63SCEC 10139 Bend 90° Double-wall Pipe 75/63mm Conductive each
KP 4-75/63SCEC 10518 Bend 45° Double-wall Pipe 75/63mm Conductive each
KP 3-125/110SCEC 10140 Bend 90° Double-wall Pipe 125/110mm Conductive each
KP 4-125/110SCEC 10141 Bend 45° Double-wall Pipe 125/110mm Conductive each

Conductive Bends

KP 3-63FC 10259 Bend 90° Conductive 63mm Single-wall Short each
KP 3-63FCL 10459 Bend 90° Conductive 63mm Single-wall Long each
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Weldable Conductive Tees

KP 8 75/63SCEC02 10154 Tee Weldable Secondary Contained 75/63mm Conductive  each
KP 28-63 EC 10143 Tee Weldable Single-wall 63mm Conductive each




Single-wall Conductive Elbows

KPS Part No ColVic Part No | Description m

KP 23-63EC 10471 Elbow 90° Single-wall 63mm Conductive each
KP 23-90EC 10979 Elbow 90° Single-wall 90mm Conductive each
KP 23-110EC 10980 Elbow 90° Single-wall 110mm Conductive each

Non-conductive Pipe

Single-wall Non-conductive Pipe

KP63E50 91277 Single-wall Pipe 63mm Non-conductive 50m cail
KP63E6 10981 Single-wall Pipe 63mm Non-Conductive 5.8m length
KP9OE30PN6 10472 Single-wall Pipe 90mm Non-Conductive 30m caoll
KP100E30 10252 Single-wall Pipe 100mm Non-Conductive 30m cail

Double-wall Non-conductive Pipe

KPS Part No ColVic Part No |Description Pack

KP75/63SC30 10182 Double-wall Pipe 75/63mm Non-conductive 30m caoill
KP75/63SC60 10080 Double-wall Pipe 75/63mm Non-conductive 60m coil
KP 75/63SC6 10982 Double-wall Pipe 75/63mm Non-conductive 5.8m length
KPS 75/63SC8 10943 Double-wall Pipe 75/63mm Non-conductive 8m length
KP125/110SC6 10081 Double-wall Pipe 125/110mm Non-conductive 5.8m length




Non-conductive Bends

KP 3-75/63SC 10039
KP 4-75/63SC 10041
KP 3-125/110SC 10983
KP 4 - 125/110SC 10040
KP 3-63F 10309

KP 3-63FL 10459

Non-conductive Tees
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Bend 90° Double-wall 75/63mm Non-conductive
Bend 45° Double-wall 75/63mm Non-conductive
Bend 90° Double-wall 125/110mm Non-conductive
Bend 90° Double wall 125/110mm Non Conductive
Bend 90° Non-conductive Single Wall

Bend 90° Non-conductive Single Wall 63mm Long

each
each
each
each
each

each

KP 8 75/63SC02 10985

KP 28-63 10045

Non-conductive Elbows

KP 23-63 10043
KP 23-90 10984
KP 23-110 10042

Tee Weldable Secondary Contained 75/63mm
Non-conductive

Tee Weldable Single Wall 63mm
Non-conductive

Elbow 90° Single-wall 63mm Non-conductive
Elbow 90° Single-wall 90mm Non-conductive
Elbow 90° Degree-single Wall 110mm

each

each

each
each
each



Integrated Weld Sockets

KP 2 75/63SC 10164 Integrated Weld Socket 75/63mm Secondary Contained each
KP 2 126/110SC 10051 Integrated Weld Socket 125/110MM Secondary Contained each

Reducing Weld Socket for Secondary Pipe

KP T-125/110SC-2A 10215 Reducing Weld Socket Short 75/63mm c/w Swivel Elbow each

KP T 75/63SC-2A 10217 Reducing Weld Socket Short 75/63mm c/w Swivel Elbow each
Test Port

KP T 75/63SC2AL 10602 Reducing Weld Socket Short 75/63mm c/w Straight Test Port each
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Entry Seals for Secondary Contained Pipe

KPS Part No ColVic Part No |Description

KP TM 75/63C2A 10216 Entry Seal Weldable 75/63mm c/w Swivel Elbow Test Port  each

KP TM 125/110SC2A 10251 Entry Seal Weldable 125/110mm c/w Straight Test Port each

KP TM 75/63SC2A-L 10430 Entry Seal Weldable 75/63mm c/w Elbow Test Port each
( Double Weldable)

KPTM75 10964 Entry Seal Weldable 75mm (Weldable Only On each
Secondary Pipe)

KPTM63B 14996 Entry Seal Weldable 63mm - B each
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Weld Sockets Single Wall

KPS Part No ColVic Part No |Description

KP 2-63 10047 Weld Socket 63mm each
KP 2-75 10968 Weld Socket 75mm each
KP 2-90 10439 Weld Socket 90mm each
KP 2-110 10046 Weld Socket 110mm each

Entry Seal Rubbers

KPS Part No ColVic Part No |Description Pack
KP TM75/54 10055 Entry Seal Rubber 75/54mm each
KP TM125/90 10056 Entry Seal Rubber 125/90mm each

Transitions

Flanged Transition Kits Female

KPS Part No ColVic Part No |Description Pack

KP C 16-63/54F 10145 Flanged Transition Kit 63/54 Female each
KP C 16-63F 10254 Flanged Transition Kit 63mm Female each
KP C 16-90F 10458 Flanged Transition Kit 90mm Female each
KP C 16 110F 10503 Flanged Transition Kit 110mm Female each
KP C 16 110/90F 10461 Flanged Transition Kit 110/90mm Reduced Steel Female each
KP F 16-110FF 10274 Double Flange Kit 110mm Female/Female each
KP F 16-90FF 10294 Double Flange Kit 63mm Female/Female each
KP F 16-63FF 10273 Double Flange Kit 63mm Female/Female each
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Flanged Transition Kits Male

KP C 16-63/54M 10517

KP C 16-63M 10068
KP C 16-63ML 10440
KP C 16-90M1 91087
KP C 16 110M 10067

Transition Female

Flanged Transition Kit 63/54 Male
Flanged Transition Kit 63mm Male

Flanged Transition Kit 63mm Male/Long
Flanged Transition Kit 90mm Male
Flanged Transition Kit 110mm Male

each
each

each
each

each

KP C 17-63/54F 10145

KP C 17-63F 10060
KP C 17-90F 10256
KP C 17-110F 10059

Transition Male

Transition 63/54mm Female
Transition 63mm Female

Transition 90mm Female
Transition 110mm Female

each
each

each
each

KP C 17-63/54M 10517

KP C 17-63M 10063
KP C 17-90M 10778
KP C 17-110M 10062

KP C 17-110/90M 10144

Transition 63/54mm Male

Transition 63mm Male

Transition 90mm Male

Transition 110mm Male

Transition 110/90mm Reduced Steel Female

each
each
each
each
each
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Mechanical Fittings

KP PRK32MR 10313 PRK fitting 32mm, to 25mm Steel each
KP C14-63/25 10263 Transition Mechanical 63mm to 25mm Steel each
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Shut-off Valve

KPS Part No ColVic Part No |Description m

KP 15-050 10146 Shut-off Valve each

Tools and Equipment

Test Equipment

KPS Part No ColVic Part No | Description Pack

KP 322 10174 Test Equipment Kit each




Pressure Test

KPS Part No ColVic Part No |Description Pack

KP 316 10073 Pressure Test Kit each

Vacuum Test Ejector Add-on

KPS Part No ColVic Part No |Description Pack

KP 316V 10986 Vacuum Test Ejector Add-on for KP 316 each

Pressure Tube

KPKPA-6/4 10074 Including 4mm KPATPA-6/4 pressure tube Pa 6MM each
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Welding Machine

KPS Part No ColVic Part No |Description Pack

KP 108B 10075 Welding Machine EF 230V each

Laser Pointer

KP LPO1 10149 Laser Pointer each

PN

Conductivity Tester

KP CTO1 10150 Conductivity Tester each




Pressure Test Flanges

KPS Part No ColVic Part No [Description m

KP 313-013 10473 Pressure Test Flange 54-63mm KPC16 each
KP 313-015 10173 Pressure Test Flange 90-125mm each
-.\\\i

Entry Seal Tools

KP TMS-2 10230 Entry Seal Tool 75/63mm each
KP TMS-1 10167 Entry Seal Tool 125/110mm each

Scraper
KP 505 10454 Scraper each
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