
ColVic HYDROCLEAR
Stormwater Sump and Grid



The ColVic HYDROCLEAR stormwater drain sump and grid was developed as an alternative to 
labour intensive brick drain sumps. The ColVic HYDROCLEAR sump is rotomoulded from 
LLDPE, provides multiple entry and is lightweight, making it easy to install.
The grid is manufactured from composites and unlike the cast iron equivalents, has no scrap 
value, which reduces the risk of theft. The composite grids are half the weight of cast iron grids.

Design Benefits: Drain Sump

• Multiple entry

• The ColVic HYDROCLEAR stormwater 
drain sump can be cut once the drainage 
levels have been confirmed

• Lightweight and easily transported

• 100% structural integrity

Design Benefits: Drain Grid and Frame

• No scrap value

• UV resistant

• Lightweight - minimises risk of injury

• Steel frame for secure anchoring

Part Number: Drain Box

• 22245

Part Number: Drain Grid and Frame

• 22255

• 22253

Material of Construction: Drain Box

Linear low - density polyethylene (LLDPE),
affording good impact and compression
characteristics in all weather.

Material of Construction: Drain Grid

Fibre and resin composite
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ColVic Marketing and Engineering (Pty) Ltd
251 Albert Amon Road
Meadowdale
Germiston
PO Box 13759, Northmead, 1511
South Africa

Tel: +2711 4578500
Fax +2711 4578518
E-mail: sales@colvic.co.za
Website.www.colvic.co.za


